
 

 

 

 

 

 

 

 

 

 

Heat generator 
KVU-750 

The KVU-750 heat generator is a joint development of 
Kenera and Elbrus Drilling, specifically designed for 
reliable and efficient heating of drilling rigs in the 
extreme climatic conditions typical of Russian well 
pads. 

 

 

 

The KVU-750 heat generator provides air heating for drilling rigs and outperforms similar models in fuel 

efficiency, ease of maintenance, and safety. The equipment has been successfully tested at Eastern 

Siberian oil fields, demonstrating its effectiveness and proven operability at temperatures below -45°C. 

 ADVANTAGES OF A HEAT GENERATOR 

COMPARED TO BOILERS: 

• Quick startup and easy temperature control 

• Compact and portable – easily deployed on drilling sites 

• Simpler and more cost-effective to operate and maintain 

• Lower capital costs for installation and infrastructure 

• Efficient with direct air heating without intermediate coolants 

• No additional space required for installation at the well pad 
(technical pocket) 

• No hazardous production facility registration required 

• Only one specialist is required to ensure operation 

• Reduced transportation volume (fewer trips)  

 

 

 

 

 

 

 

 

 
Heat exchanger diagram 



 

Limited Liability Company "Kenera" 
625019, Tyumen, 2 km of the Old Tobolsk Highway, Building 8a 
Tel.. +7 (3452) 68 39 00, e-mail: tyumen@kenera.ru, www.kenera.ru  

 

 

Elbrus Drilling Limited Liability Company 
625019, Tyumen, 2 km of the Old Tobolsk Highway, Building 8, Bldg. 111, Office 217 

Tel. + 7 (3452) 53 70 05, e-mail: info@elbrusdrilling.ru, www.elbrusdrilling.com  

 

 

 

TECHNICAL CHARACTERISTICS 
 

Heating capacity, kW minimum 465 
maximum 750 

Efficiency, % 75-90 
Air heating temperature up to 120℃ with the ability to control 

and maintain a set value 
Air flow rate, m³/h, minimum 15 000 / 30 000 
Total heated air pressure, Pa minimum 1 300 
Fuel consumption, kg/h minimum 42 

maximum 76 
Fuel type Oil GOST R 51858-2020 

Diesel fuel GOST 305-2013 
Fuel system pressure, kgf/cm² 20 
Fuel tank capacity, m³ 0,98 
Power supply voltage 220/380 V, 24/50 Hz 
Overall dimensions, excluding air duct (L x W x H), mm 6058х2438х2708 
Total weight without fuel, kg 8 000 
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