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IR-100-Remote The IR-100-Remote model operates electrically and 
hydraulically. It includes automated features for; make 
and break sequences, remote positioning system and a 
torque readout system for partial or fully automated 
make and break operations. 

 

 

FOR DRILLING OF PRODUCTION OIL, GAS AND GAS CONDENSATE WELLS 

FEATURES OF KENERA IR: 

 

• The compact dimensions of the Kenera Iron Roughneck makes it easy to install in any existing or new build rigs. 
The design allows a simple interchange with competitors’ Iron Roughnecks.  

• Kenera Iron Roughneck model may be used as either a portable unit on land rigs or permanent installation on 
offshore rigs. The existing rig hydraulic power unit (Rig HPU) powers the Iron Roughneck, although a separate 
hydraulic power unit is also available. 

 

 

 
 
 
 
 
 
 
 



 

 

SPECIFICATIONS 
Max. Makeup Torque 

100,000 ft-lbs 135,600 Nm 

Max. Breakout Torque 
120,000 ft-lbs 162,700 Nm 

Tool Joint Connection O.D. Range 
3-1/8” – 9-3/4” 

Spin Speed 
100 rpm @ 5” DP, 46 gpm / 176 l/min 

Spin Torque 
3,000 ft-lbs @ 5” DP, 46 gpm / 176 l/min 

Min. Connection Height 
30.2” 767 mm 

Max Connection Height 
69.6” 1,768 mm 

Max. horizontal Travel* 
8 ft 2,438 mm 

Hydraulic Requirements (min.) 
45 gpm @ 2,466 PSI 170 l/min @ 170 bar 

Hydraulic Requirements (max.) 
55 gpm @ 3,046 PSI 207 l/min @ 210 bar 

Torque Wrench Angle 
40° 

Controls Local Control Panel or Remote Controls via Zone Rated HMI or Zone Rated Wireless 
Controls 

Remote Capabilities  
Sequence Assisted Automation 

Mount  
Pedestal / Floor Mount Socket 

Pedestal Rotation  
300° 

Casing Ready  
No 

Width 
55.5“ 1,410 mm 

Height (From Drill Floor Level) 
97.4” 2,474 mm 

Height (Transport)** 86.6” 2,200 mm 

Depth 89.4” 2,271 mm 

Weight 14,330 lbs 6.5 t 

Min Temperature*** 40 °F -40°C 

Max Temperature 131 °F +55°C 

 

 
 

 

 

 


