
 

 

 

 

 

Limited Liability Company «Kenera» 

TIN/KPP 7203557826/720301001, OGRN 1237200010409, 

625019, Tyumen, Russia 2 km. of Stary Tobolsky trakt, 8a 

+7 (3452) 683 900, tyumen@kenera.ru, www.kenera.ru 

 

 

DRILL LINE REEL DLR-1⅜-2300-EO 
FOR DRILLING PRODUCTION OIL, GAS AND GAS CONDENSATE WELLS 

  

• The Drill Line Reel is used to install a drum with spare 

drill line for deep-drilling rigs, as well as to spool and 

unspool the drill line. 

• Designed for use in moderate climates – version "U" 

category 1, according to GOST 15150-69. 

• Operating ambient temperatures range from -45°C 

to +40°C. Storage temperatures range from -60°C to 

+50°C. 

• Compact design with maximum factory readiness. 

• High-quality bearings. 

• Simple design and domestically produced 

components reduce maintenance and repair costs. 

 TECHNICAL CHARACTERISTICS 

Maximum drum diameter, mm 2000 

Dying line diameter, mm (inches) 35 (1⅜) 

Maximum hoisting line length, m 2300 

Electric drive 380В 

Power, kW 5,5 

Drum speed, rpm 3 

Upper beam lifting capacity, mt 55  

Length x Width over roller axis x 
Width over casing, mm 

2960 х 2300 х 

2310 

Total weight, kg 14000 

 

 


